
 

Model Number Vivitek DT01 

Product Compatibility D755WTIR and DH758USTiR 

Technology Infrared 850nm 

Response Time 0.016sec 

Refresh Rate 60 Frames Per Second 

Calibration Auto Calibration, Manual 16 Point Calibration 

Dual Screen 

Calibration 
Yes 

Connector 5 Pin-Connector 

PC USB Type USB 2.0 

Power Supply 5V 500mA, USB Power/Type Mini-B 

Maximum Interactive 

Area 
90” (Finger) 

USB Cable Distance Max 15 meters (5 meter USB Cable + Repeater) 

Supported Software 
D-Point (Driver), i-Draw (Presentation Software with 

Annotation Function) 

Available Color  White 

Weight (With Cover) 158g (5.5oz) 

Dimensions (H x W x 

L)  

(With Cover) 

40 x 71 x 170mm (1.6“ x 2.8” x 6.7”)  

Standard Package 

Contents 

DT01 Module with Cover, Dummy Pens (x2), Extra Pen 

Tips (x4), Mini-USB Cable, Alignment Masks (x2), Wrist 

Strap (x2), Hex Key, Double Sided Tape, Documentation 
Kit 

  

Vivitek DT01 Interactive Finger Touch Module for the Ultra-

Short Throw Projector  

DT01 

FEATURES 
 Enables multiple users to only use a finger to write, touch, draw and 

interact 

 No learning curve, just interact with common gestures and friendly 

actions 

 Highly responsive finger touch control and interactivity  

 Multiple individuals can write at the same time 

 Rapid 0.016 second response time 

 Fast auto calibration for easy setup and configuration 

 Maximum interactive area up to 90” 

 Module powered directly from projector 

 Suitable for use on existing flat surfaces such as a wall, white board and 

chalk board 

 Light weight, yet durable construction 

 Compatible with D755WTIR and DH758USTiR 
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