
 

Model Number QW-WiFi2.0 

Product Compatibility 
DX3351, DW3321, DW866, DX864, D863, Q7 Plus, Q7 

Lite, Q7, Q5 with MHL, Q5 

Hardware Interface 1 USB 1.0/2.0 Type A 

Standard IEEE 802.11b, 802.11g, 802.11n 

Frequency Band 
2.4000 to 2.4835GHz (Industrial Scientific Medical 

Band) 

Data Rate 

11b - 1/2/5.5/11Mbps 

11g - 6/9/12/24/36/48/54Mbps 

11n - 20MHz: MCS0-15 (up to 144Mbps) 

11n - 40MHz: MCS0-15 (up to 300Mbps) 

Security 
64/128-bit WEP, WPA, WPA2 and IEEE802.1x 

Hardware and Software WPS configuration 

OS System Support Windows XP/Vista/7/8, Linux, Mac OS X 

Output Power 
11b - 13dBm±1.5dBm 
11g - 14dBm±1.5dBm 

11n - 16dBm±1.5dBm 

Safety/EMI Regulations CE, FCC 

Dimensions (W x H x D) 9.1 x 17.8 x 35.8mm 

Weight 3g 

Available Colors White    

 

Vivitek QW-WiFi2.0 

Wi-Fi USB Dongle 

FEATURES  Enables Wi-Fi display with computers, tablets and  smartphones 

 Internet browsing with selected Vivitek and Qumi projectors 

 Complies with wireless 802.11b/g/n standards with data rates up to 

300Mbps 

 Supports Green WLAN to reduce power consumption 

 Increases wireless coverage up to 5 times further 

 Includes multi‐language setup wizard 

 Supports 64/128-bit WEP, WPA , WPA2 encryption and WPS 

 Supports WMM and software AP mode 

 Download the Vivitek mobile remote control app (Andriod/iOS) for 

use with selected Qumi projectors  

 

 

SPECIFICATIONS 
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Errors and omissions accepted.  Specifications are subjection to change without prior notice.   

 

Vivitek EMEA, Zandsteen 15, 2132 MZ Hoofddorp, The Netherlands 

 tel: +31 20 655 0960 | fax: +31 20 655 0999 | email: info@vivitek.eu 

The high Speed Mini WiFi USB dongle is compliant with 802.11b/g/n standards with data rates up to 300 

Mbps and supports 64/128-bit WEP, WPA , WPA2 encryption and is WPS compatible. 


